
Drying Tumblers

25, 30, 35lb SINGLE POCKET

& 30lb TWINSTAR MODELS LOADSTAR™

™



MODEL 25lb (0220) 30lb (0270) 35lb (0350) 30lb STACK (0300)

FEATURES

Microprocessor control 
with automatic cycle Optional Optional Optional Optional

Axial airflow ✔ ✔ ✔ ✔

Self cleaning lint screen ✔ ✔ ✔ ✔

Stainless steel door ✔ ✔ ✔ ✔

Cylinder depth 610mm (24”) 762mm (30”) 762mm (30”) 660mm (26”)

Cylinder diameter 673mm (26.5”) 673mm  (26.5”) 762mm (30”) 762mm (30”)

Cylinder volume 217 L (7.66 cu.ft) 271 L (9.57 cu.ft) 347 L (12.27 cu.ft.) 301 L (10.63 cu.ft)

Temperature selector ✔ ✔ ✔ ✔

Colour White White White White

TECHNICAL DETAILS

Width 711mm (28”) 711mm (28”) 800mm (31.5”) 800mm (31.5”)

Depth 987mm (38.9”) 1140mm (44.9”) 1140mm (44.9”) 1089mm (42.9”)

Height 1622mm (63.9”) 1622mm (63.9”) 1622mm (63.9”) 1937mm (76.3”)

Net weight 149 Kg (329 lbs) 158 Kg (349 lbs) 165 Kg (363 lbs) 261 Kg (574 lbs)

Airflow 194 L/S (410 CFM) 194 L/S (410CFM) 222 L/S (470 CFM) 151 L/S (320 CFM)

Energy data (gas) 19.6 Kw (67000 BTU/Hr) 25.8 Kw (88000 BTU/Hr) 31.3 Kw (107000 BTU/Hr) 25.8Kw (88000 BTU/Hr)

Energy data (electric) 18 Kw 24 Kw 27 Kw 21 Kw)

Electrical specifications 230v 50Hz IPH (electric models 415v 50Hz 3PH)

Air outlet diameter 152mm (6”) 152mm (6”) 203mm (8”) 203mm (8”)

Distributed by:

S P E C I F I C A T I O N S
Drying Tumblers

For further details refer to instructions supplied with the tumbler, installation specification sheets, or your LoadStar/Huebsch distributor. Due to continuous product improvements,
design and specifications are subject to change without notice. All Huebsch products enjoy ISO 9001 factory certification and conform to full CE specification.

™LoadStar™ TwinStar™

™

(Other voltages available to special order)


